YHTC

CLE series DC-Link

%% 51/ Features

*RABFEN T Polypropylene film

+EEICRABE Metalized polypropylene film

+EFREM Self healing

oK, KBER Low loss Low inductance
SHENRE REM ISR (UL94-V0 ) Polyester tape wrapping. Epoxy fill ( 94-VO0 ),
+TREREMN, BEHE, Aluminum case

AR MEE / Specifications

5| AR Reference standards : IEC 61071-60068
ERRESTE Opearating temperature range -40 to + 85°C(max hotspot<70°C)
HFRE Storage temperature -40 to + 85°C
ARETHE Capacitance range 50~1000uF
%ﬁi BE Rated Voltage: 800 to 2000Vdc
BRERE Capacitance tolerance + 5%(J) £ 10%(K)
#a2%e fE Insulation resistance: >10000s after 1 minute of electrification at 100Vdc (252
5°C)
AR E) iy 2. Test voltage between terminals : 15Un  applied for 10s at 25+5°C
RREE Test voltage between terminals and 3¢ Kv 50Hz for 60 sec
case :
Aoy Life expectancy : 100,000 hours at Un and 70°C
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Clamp mounting Stud mounting
Out put Stud mounting
Case
M Torque F Torque P S Torque
D=76,86 M8x20 8.5N.M MAX M6x%20 4.5N.M MAX 32.0 M12x16 8 N.M Max

www. yhtc—cap. com 28



YHTC

PROTECTION AGAINST OVERVOLTAGES

1.1 xUn
1.15x Un
1.2 xUn
1.3 xUn
1.5 x Un

EXPECTED LIFE

1,000,

100,

capacitor lifetime
(hours)

1,

¥RABEAS K

Ordering Code

CLE8OOK430-*#
CLE8OOK550-*#
CLE80OK1000-*#

CLE1000K275-*#
CLE1000K500-*#
CLE1000K680—-*#

CLE1200K200-*4
CLE1200K370-*#
CLE1200K470-*4

CLE1400K270-*4#
CLE1400K350-*#

CLE1600K140-*#
CLE1600K270-*#

CLE1800K160-*#
CLE1800K200-*#

CLE2000K130-*#
CLE2000K170-*#

CLE2400K90-*#
CLE2400K120-*#

CLE3200K50-*#
CLE3200K65-*#

10,

CLE series DC-Link
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General Electrical data
Cap D H P Irms@25°C ESR@ RTH
(WF) (mm) (mm) (mm) @10kHz (A) 1.0kHz (kiw)
Un 800VDC Us 1200V
430 76 120 32 40 4.3 .9
550 86 120 32 46 3. .5
1000 86 225 32 76 2.6 1.8
Un 1000VDC Us 1500V
275 76 120 32 37 5. 3.9
500 76 225 32 63 3.3 2.0
680 86 225 32 73 2. 1.8
Un 1200VDC Us 1800V
200 76 120 32 35 5.5 3.9
370 76 225 32 61 3.6 2.0
470 86 225 32 69 3.1 1.8
Un 1400VDC Us 2100V
270 76 225 32 58 4.0 2.0
350 86 225 32 66 3.4 1.8
Un 1600VDC Us 2400V
140 86 120 32 36 5.9 3.5
270 86 225 32 64 3.7 1.8
Un 1800VDC Us 2700V
160 76 225 32 52 4.8 2.0
200 86 225 32 60 4.1 1.8
Un 2000VDC Us 3000V
130 76 225 32 36 10.4 2.0
170 86 225 32 42 8.6 1.8
Un 2400VDC Us 3600V
90 76 225 32 33 12.0 2.0
120 86 225 32 39 9.7 1.8
Un 3200VDC Us 4800V
50 76 225 32 29 15.3 2.0
65 86 225 32 35 12.4 1.8
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Weight
(kg)
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